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THICKNESS SCHEDULE >>>

HAITIAN PIPE FITTINGS CO.,LTD
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Inch | DN OD |[SCH10| SCH20 |SHC30| STD |SCH40 | SCH60 |SCH80s| XS |SCH80 | SCH100 | SCH120 | SCH140 | SCH160 | XXS
1/8| 6 [103 | — | — | — [173] 173 | — | 241 |241|241| -
1/4| 8 [137| — | — | — |224|224| — |3.02(3.02]302| -
3/8| 10 | 171 | -~ | - | - |231]231| - |320(3.20]320| -
1/2 | 15 [ 213 | — | — | — [277]|277| — |373|373|373| - 4.78 | 7.47
3/4| 20 |267| — | — | - |287|287| — |391[391]391| -- 5.56 | 7.82
1|25 [334| - | — | — |338[338| - |455|455|455| - 6.35 | 9.09
11/4| 32 [ 422 | -~ | - | - [356|3.56| -- | 4.85 |4.85|4.85 | - 6.35 | 9.70
11/2| 40 | 483 | - | - | - |3.68|3.68| - | 508 |508|508 | - 7.14 |10.15
2 | 50 |603| — | - | - |391/391| -~ |554 554|554 | - 8.74 |11.07
21/2| 65 [ 730 — | — | — |s516|516| — |7.01|701]701| -- 9.53 |14.02
3 |8 (89| — | — | — |549|549| — |762|762|762| -- — | 11.13 |15.24
31/2| 90 |101.6| -- | - | - |574|574| - | 8.08 |8.08]8.08 | --
4 [100(1143| — | -~ | -— [6.02|6.02| — |856 856|856 | -- | 11.13 | - | 13.49 [17.12
5 |125|141.3| — | -— | - |655|655| —— | 953 (953|953 | -- | 1270 | - | 15.88 [19.05
6 |150 |168.3| — | -~ | - |711|711| -— |1097(10.97/10.97| -- | 1427 | - | 18.26 |21.95
8 |200(219.1| —— | 6.35 | 7.04 [8.18| 8.18 |10.31|12.70|12.70{12.70 | 15.09 | 18.26 | 20.62 | 23.01 |22.23
10 | 250 [273.1| - | 6.35 | 7.80 [9.27| 9.27 |12.70|12.70 [12.70|15.09 | 18.26 | 21.44 | 25.40 | 28.58 |25.40
12 | 300 [323.9| -- | 6.35 | 8.38 |9.53|10.31|14.27 | 12.70 |12.70| 17.48 | 21.44 | 25.40 | 28.58 | 33.32 |25.40
14 | 350 [355.6| 6.35 | 7.92 | 9.53 |9.53|11.13[15.09| -- |12.70{19.05| 23.83 | 27.79 | 31.75 | 35.71 | -
16 | 400 |406.4| 6.35 | 7.92 | 9.53 |9.53|12.70|16.66| -- |12.70{21.44| 26.19 | 30.96 | 36.53 | 40.49 | -
18 | 450 |457.2| 6.35 | 7.92 |11.13|9.53 |14.27|19.05| - [12.70/23.83| 29.36 | 34.93 | 39.67 | 45.24 | --
20 | 500 | 508 |6.35| 9.53 |12.70|9.53 [15.09(20.62 | -- [12.70/26.19| 32.54 | 38.10 | 44.45 | 50.01 | --
22 [ 550 | 559 |6.35 | 9.53 [12.70(9.53 | -- [22.23| -- [12.70/28.58| 34.93 | 41.28 | 47.63 | 53.98 | --
24 | 600 | 610 | 6.35 | 9.53 |14.27|9.53 [17.48|24.61| - |12.70/30.96| 38.89 | 46.02 | 52.37 | 59.54 | --
26 | 650 | 660 |7.92 1270 | -~ [9.53| - | - [ - |12.70| --
28 [ 700 | 711 | 7.92 | 12.70 |15.88[9.53 | - | -- | -— [12.70| --
30 | 750 | 762 | 7.92 | 12.70 |15.88[9.53 | - | - | -- [12.70| --
32 [ 800 | 813 |7.92 | 12.70 |15.88(9.53 [17.48| - | - [12.70| --
34 | 850 | 864 |7.92|12.70 |15.88(9.53[17.48| - | -— [12.70| --
36 [ 900 | 914 |7.92 | 12.70 |15.88(9.53 [19.05| -- | -- [12.70| --
38 | o | 965 | == | o= | o= [958 = | o= | == [12.70] -
40 |1000|1016 | -~ | - | - |953| — | — | - |12.70] --
42 | - |1067| ~ | — | — |o58| — | — | — |1270] —
44 (1100|1118 | - | - | - [953] — | — | - [12.70] --
46 | ~ |2B8| -~ | — | — 288 —~ | — | — [276[ —
48 [1200(1219| - | - | - |953| — | — | -~ |12.70] --
56 | - (1422 = | = | = | = | = | = | = | |
60 | == | 1528 == | = | = [ s | = | = | o | o= | ==
64 (16001626 | == | == | = [[ o= [ me | = [ o | s | =
B | == [|2727 | == | == | s || = | = | = | me | e |
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MATERIAL

ASTM/ASME

ASTM/ASME A/SA 234

WPB - WPC - WP1 - WP11 - WP12 - WP22 - WP5
WPS9 - WP91 - WP92

MSS SP75/ASTM A 860

WPHY42 - WPHY52 - WPHY60 - WPHY65 - WPHY70

ASTM/ASME A/SA 420

WPL6

SHORT RADIUS ELBOWS
LONG RADIUS ELBOWS

3D ELBOWS
5D ELBOWS

CONC&ECC REDUCERS

TEES
CAPS

1/2" - 72"
1/2"-72"
1/2"-48"
1/2"-48"
1/2"-48"
1/2"-48"
1/2"-48"

EN/ASTM STEEL GRADES TO BE PROPOSED AS ALTERNATIVE

USE

According to

According to

According to

EN10253-2 DIN2609 ASTM/ASME and apl5L
5 P235TR1 St. 37.0
Use in pressure
P235TR2 /
room temperature
P265TR2 St. 44.0
P235GH TC1 or TC2 st35.8/ | or I
P265GH otiEi B WPB ASTM A234
P355NH WPHY52 ASTM A860
Use in pressure 16Mo3 15Mo3 WP1 ASTM A234
high temperature 10CrMo5-5 / WPLL AST AZ34
13CrMo4-5 —— WP12 ASTM A234
X11CrMo5 WP5 ASTM A234
X11CrMO09-1 WP9 ASTM A234
X10CrMoVNb9-1 WPS1 A3TM A234
WP92 ASTM A234
Usei P215NL
se In presstre P265NL TStE285 WPL6 ASTM A420
low temperature P355NL WPHY52 ASTM A860
L290NB StE290.7 WPHY42 ASTM A860
L360NB StE360.7 WPHY52 ASTM A860
Use in pressure L360QB WPHY52 ASTM A860
combustible fluids L415NB WPHY60 ASTM A860
L415QB WPHY60 ASTM A860
L415QB WPHY65 ASTM A860
_19_



